
EZN001

Aegrelee, viitega sisse, 1CO, 8A, 230V (mähis 12-230VAC/12-48VDC) 1sek-1h. 1mod.

Bränd: Hager
GTIN: 3250612469994

Aegrelee, viitega sisse, 1CO, 8A, 230V (mähis 12-230VAC/12-48VDC) 1sek-1h. 
1mod.

ETIM-teave:

Type of excitation Analogue with single 
function

Function Operating delay

1st interval unit Seconds/hours

1st interval 0.1 - 10

2nd interval unit Seconds/hours

2nd interval 0.1 - 10

Mounting method DIN rail

Width in number of modular spacings 1

Built-in height 58 mm

Number of contacts as normally open contact 0

Number of contacts as normally closed contact 0

Number of changeover switches 1

Control voltage 1 230 V - 230 V

Type of control voltage 1 AC

Frequency control voltage 1 50 Hz - 60 Hz

Control voltage 2 12 V - 48 V

Type of control voltage 2 AC/DC

Frequency control voltage 2 50 Hz - 60 Hz

Supply voltage 195 V - 253 V

Voltage type of supply voltage AC/DC

Nominal switching current at 250 V AC 8 A

Switch capacity incandescent lamps 450 W

Switch capacity fluorescent lamp inductive 500 VA
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